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1098 Washington Crossing

Product o
SHS-10,12V 10A _ - b s i .

T\’iOC!LI and Solar charge controller Address of client | Road Washington F,ross ing

Name PA 18977 USA

Client Morningstar Corporation Producing site USA
Manufactory ditto Rccel\':ir}g sample Dec 2, 2004

2 ate

Reccwl?g PTPIC Lab Deliverer of Qing Kou
sample site sample

Sample 2 Product SN or A :
quantity lipteses producing date Sk
Test type Consignment inspection Total test items 10

Initial state of]

In the condition that is fit for testing

sample
ch;iiwe GEF/WB China Renewable Energy Development(RED) Project Specification
The result inspected the SHS-10.12V 10A Solar charge
controller indicates that :
Test The all 10 items tested are acceptable according to the
GEF/WB China Renewable Energy Development(RED)
Conclusion Project Specification.
(Special. $\1amﬁ;ﬁr£f Test Réé{)_'ﬂ )
| = 2 )
Reportdate : Dec. 2, 2004
Remark .
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Permitted by : \}‘E Li ;ﬁ_ Checked by: 2 2>~ Inspected by: v
- Z (A




Report No. :12-04-YDY067

Test Report

Post and Telecom. Industry Product Quality Surveillance and Inspection Center MII(PTPIC)

Page 2 of 6

No.

Test Item

unit

Specifications

Test Result

Conclusion

Appearance

Manufacturer  name
and model: Serial number
Input and output Voltage
and rated power; Battery
and load connection point
and polarity must be clear

and correct..

clear and correct.

Qualified

Controller

set point

The controller set
points must be factory
preset  and set  point
applicable to the specified
battery characteristics to
prevent battery over-charge

or over-discharge..

Controller has

been set point

Qualified

HVD

Controller should be have
high-voltage-disconnect
and reconnect set point.
Disconnect;

14.1-14.5/battery

Reconnect:

13.2/ battery

Disconnect: 14.4

Reconnect: 13.2

Qualified

LVD

Controller should be have
low-voltage-disconnect and
reconnect set point.

Disconnect:

|.8-1.85/battery

Disconnect: 1.83

Qualified
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No. Test Item unit Specifications Test Result Conclusion
Voltage drop across the
charge  Controller  when
charging : 1.32%
5 Voltage drop —— |charging or  dis-charging Qualified
dis-charging : 0.5%
should be less than 5% of the
nominal system voltage.
(10~ 55)Hz.
Shocks and
6 — 0.35mm,three axes: Normal work Qualified
vibrations
X.Y.Z, 30min per axis.
Controller maximum
Controller
sel f-current must not exceed
7 Maximum —:—] 0.04% Qualified
1% of the controller rated
quiescent current
charge current,
It should include
the following protective features:
Short circuit of any loads| Have short circuit protection Qualified
Internal short in charge Have internal short
Qualified
controller of other devices. protection
Nighttime discharge
§ Have reverse discharge
; Controller battery due to reverse current Qualified

Protection

through the array.

protection

Reverse polarity of any

load or battery module.

Have reverse polarity Discharge

protection

Qualified

Lightning induced
transients  when use in
lightning-prone  areas  is

expected.
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Controller should be able to
withstand voltage of 1.25 times the
Withstand array nameplate open  circuit Accord with the ; .
9 - Qualified
voltage voltage with the battery removed demand

from the circuit for alhour

duration.

Controller should be able to
withstand current of 1.25 times the
_ Withstand array nameplate short current Accord with the
10 = Qualified
current voltage with the battery removed demand

from the circuit for alhour

duration.

Blank.









